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Maintenance 
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- Clean all the measuring faces with dry and clean cloth or 
fabric (or soaked with cleaning oil) before using 


- Keep the caliper away from liquids to prevent any damages 
on caliper’s electronic components 


- Clean the caliper with soft cloth or fabric. Lubricate the 
body with a few drop of clock oil when needed č č 


- Resolution: 0.0005”/0.01mm, 1/128” 

e Repeatability: 0.0005”/0.01mm 

- Maximum Measuring Speed: 120” per second 
e Display: 1/2” x 1 1/2” (13mm x 38mm) LCD 

- Battery: 1.5V, LR44 

- Operational Temperature : 32 F -104 F 

e Maximum Relative Humidity : 80% 


Functions 


ON/Off 


Press ON/Off button to turn it on, press again to 
turn it off, Auto-off after 5-7 mins 


Zero 
Press Zero button to set zero 


mm/in/F 
Press mm/in/F button to switch measuring standard 


* RS232 Data Port 

For data transfer ONLY. Must connected with VINCA/ 
Clockwise Tools authorized Data Transfer Cable. 

DO NOT connect with a regular USB cable 


Battery Replacemer l 
e Push right the battery cover and gently remove the 
battery and dispose it at a proper collection center 


- Put in the new battery with positive pole “+” facing upward. 
Make sure battery left side connects with vertical contact 
and bottom connects horizontal contact 


e Slide back battery cover to the digital caliper 


Troubleshooting — i: 


e Q: The digits DO NOT change or count correctly when | 
am using the caliper 

Remove the battery for 10 to 20 seconds, then reinstall the 
battery 


-Q: No display on the screen when my caliper is on 
Remove the battery and check its contacts or replace the 
battery 
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